1 10 1 12
() (kg) (cm2) (cm) (cm)

2100 2199 1.0 ( 20.0) 68.8 503.0 44.0 6.9 5.3 4.0 4.0 3.0 3.0
1900 1999 1.0 ( 20.0) 74.7 407.0 56.0 7.0 1.8 5.0 4.0 4.0 3.0
1600 1699 1.0 (50.0) 73.6 412.0 53.0 7.0 2.5 4.0 4.0 3.0 2.0
1000 1099 1.0| ( 50.0) 73.2 411.0 47.0 7.5 2.5 3.0 3.0 2.0 2.0

2.0 (40.0) 73.4 411.5 50.0 7.3 2.5 3.5 3.5 2.5 2.0
2200 2299 1.0 ( 20.0) 74.6 396.4 63.0 7.0 3.0 8.0 4.0 5.0 3.0
2200 2299 1.0 ( 20.0) 74.6 396.4 63.0 7.0 3.0 8.0 4.0 5.0 3.0
2100 2199 1.0 ( 20.0) 68.8 503.0 44.0 6.9 5.3 4.0 4.0 3.0 3.0
1900 1999 1.0 ( 20.0) 74.7 407.0 56.0 7.0 1.8 5.0 4.0 4.0 3.0
1600 1699 1.0| ( 20.0) 73.6 412.0 53.0 7.0 2.5 4.0 4.0 3.0 2.0
1000 1099 1.0 ( 20.0) 73.2 411.0 47.0 7.5 2.5 3.0 3.0 2.0 2.0

5.0 (100.0) 73.0 425.9 52.6 7.1 3.0 4.8 3.8 3.4 2.6




1 10 1 12
() (kg) (cm2) (cm) (cm)

2200 2299 1.0 ( 20.0) 73.0 508.0 55.0 7.9 2.8 6.0 4.0 4.0 2.0
1400 1499 1.0 (50.0) 71.6 435.0 44.0 7.1 3.2 3.0 4.0 2.0 3.0
1200 1299 1.0| ( 50.0) 71.5 375.0 39.0 6.7 3.1 2.0 5.0 2.0 2.0

2.0| (40.0) 71.5 405.0 41.5 6.9 3.1 2.5 4.5 2.0 2.5
2000 2099 1.0 ( 20.0) 73.0 415.2 53.0 6.9 3.0 5.0 4.0 4.0 3.0
1600 1699 1.0 ( 20.0) 74.1 575.7 70.0 8.3 3.1 7.0 5.0 4.0 2.0
2200 2299 1.0 ( 20.0) 73.0 508.0 55.0 7.9 2.8 6.0 4.0 4.0 2.0
2000 2099 1.0 ( 20.0) 73.0 415.2 53.0 6.9 3.0 5.0 4.0 4.0 3.0
1600 1699 1.0 ( 20.0) 74.1 575.7 70.0 8.3 3.1 7.0 5.0 4.0 2.0
1400 1499 1.0| ( 20.0) 71.6 435.0 44.0 7.1 3.2 3.0 4.0 2.0 3.0
1200 1299 1.0 ( 20.0) 71.5 375.0 39.0 6.7 3.1 2.0 5.0 2.0 2.0

5.0 (100.0) 72.6 461.8 52.2 7.4 3.0 4.6 4.4 3.2 2.4




