10 1 12
() (kg) (cm2) (cm) (cm)
1400 1499 1.0 ( 20.0) 74. 446.6 57.0 8.8 3.4 .0 4.0 .0 .0
1200 1299 2.0 (40.0) 71. 435.0 48.0 7.3 3.9 .0 4.0 .0 .0
900 999 2.0| (40.0) 71. 529.3 45.5 7.8 3.1 .0 4.5 .0 .5
5.0 (83.3) 71. 475.0 48.8 7.8 3.5 .4 4.2 .0 .8
1200 1299 1.0 (16.7) 72. 353.0 46.0 6.8 3.0 .0 3.0 .0 .0
1400 1499 1.0 (16.7) 74. 446.6 57.0 8.8 3.4 .0 4.0 .0 .0
1200 1299 3.0 (50.0) 72. 407.7 47.3 7.2 3.6 .3 3.7 .3 .0
900 999 2.0 (33.3) 71. 529.3 45.5 7.8 3.1 .0 4.5 .0 .5
6.0| (100.0) 72. 454.7 48.3 7.6 3.4 7 4.0 .2 .7




1 10 1 12
() (kg) (cm2) (cm) (cm)

1600 1699 1.0 ( 10.0) 73.3 484.0 57.0 7.7 3.0 4.0 4.0 3.0 3.0
1300 1399 5.0 (50.0) 73.0 508.8 57.8 7.9 3.2 2.6 4.6 2.2 2.4
1200 1299 2.0 (20.0) 71.2 568.5 55.5 7.5 3.6 3.0 5.0 2.0 2.0
1100 1199 1.0| ( 10.0) 72.5 492.0 54.0 7.6 3.2 2.0 5.0 2.0 3.0
1000 1099 1.0 (10.0) 71.7 494.0 43.0 7.5 2.3 2.0 5.0 2.0 3.0

10.0| ( 58.8) 72.5 515.1 55.4 7.7 3.2 2.7 4.7 2.2 2.5
1400 1499 3.0 (50.0) 73.8 397.0 48.3 6.7 1.6 4.0 3.7 3.0 2.0
1300 1399 1.0 (16.7) 73.7 401.0 55.0 6.3 2.3 4.0 4.0 3.0 2.0
1100 1199 2.0 (33.3) 73.5 364.5 49.0 6.1 2.0 2.5 4.0 2.5 2.0

6.0 (35.3) 73.7 386.8 49.7 6.4 1.8 3.5 3.8 2.8 2.0
1000 1099 1.0 ( 5.9 70.7 565.0 54.0 7.3 4.0 2.0 4.0 2.0 2.0
1600 1699 1.0 ( 5.9) 73.3 484.0 57.0 7.7 3.0 4.0 4.0 3.0 3.0
1400 1499 3.0 (17.6) 73.8 397.0 48.3 6.7 1.6 4.0 3.7 3.0 2.0
1300 1399 6.0 (35.3) 73.1 490.8 57.3 7.6 3.0 2.8 4.5 2.3 2.3
1200 1299 2.0 (11.8) 71.2 568.5 55.5 7.5 3.6 3.0 5.0 2.0 2.0
1100 1199 3.0 (17.6) 73.2 407.0 50.7 6.6 2.4 2.3 4.3 2.3 2.3
1000 1099 2.0 (11.8) 71.2 529.5 48.5 7.4 3.1 2.0 4.5 2.0 2.5

17.0( (100.0) 72.8 472.8 53.3 7.2 2.7 2.9 4.4 2.4 2.3




