31 1 1 12
() (kg) (cm2) (cm) (cm)

1400 1499 1.0 ( 9.1) 72.4 478.0 54.0 8.4 4.0 5.0 4.0 4.0 2.0
2100 2199 1.0 ( 9.1 68.8 503.0 44.0 6.9 5.3 4.0 4.0 3.0 3.0
1900 1999 1.0 ( 9.1 74.7 407.0 56.0 7.0 1.8 5.0 4.0 4.0 3.0
1600 1699 1.0 ( 20.0) 73.6 412.0 53.0 7.0 2.5 4.0 4.0 3.0 2.0
1500 1599 1.0 ( 20.0) 73.9 442.0 57.0 7.0 2.3 2.0 3.0 2.0 3.0
1300 1399 1.0 ( 20.0) 74.1 396.0 54.0 7.3 2.5 3.0 3.0 2.0 3.0
1200 1299 1.0 ( 20.0) 73.7 370.0 50.0 6.5 2.1 3.0 4.0 2.0 2.0
1000 1099 1.0 ( 20.0) 73.2 411.0 47.0 7.5 2.5 3.0 3.0 2.0 2.0

5.0 ( 45.5) 73.7 406.2 52.2 7.1 2.4 3.0 3.4 2.2 2.4
2200 2299 1.0 ( 9.1 74.6 396.4 63.0 7.0 3.0 8.0 4.0 5.0 3.0
1500 1599 1.0 (50.0) 71.3 614.0 67.0 7.7 4.7 5.0 5.0 3.0 3.0
1300 1399 1.0 (50.0) 73.8 4457 60.0 7.3 3.0 2.0 5.0 2.0 3.0

2.0 (18.2) 72.5 529.9 63.5 7.5 3.9 3.5 5.0 2.5 3.0
2200 2299 1.0 ( 9.1) 74.6 396.4 63.0 7.0 3.0 8.0 4.0 5.0 3.0
2100 2199 1.0 ( 9.1) 68.8 503.0 44.0 6.9 5.3 4.0 4.0 3.0 3.0
1900 1999 1.0 ( 9.1 74.7 407.0 56.0 7.0 1.8 5.0 4.0 4.0 3.0
1600 1699 1.0 ( 9.1) 73.6 412.0 53.0 7.0 2.5 4.0 4.0 3.0 2.0
1500 1599 2.0 (18.2) 72.6 528.0 62.0 7.3 3.5 3.5 4.0 2.5 3.0
1400 1499 1.0 (C 9.1) 72.4 478.0 54.0 8.4 4.0 5.0 4.0 4.0 2.0
1300 1399 2.0 (18.2) 74.0 420.9 57.0 7.3 2.8 2.5 4.0 2.0 3.0
1200 1299 1.0 (C 9.1 73.7 370.0 50.0 6.5 2.1 3.0 4.0 2.0 2.0
1000 1099 1.0 ( 9.1) 73.2 411.0 47.0 7.5 2.5 3.0 3.0 2.0 2.0

11.0( (100.0) 73.1 443.2 55.0 7.2 3.1 4.0 3.9 2.9 2.6




31 1 1 12
() (kg) (cm2) (cm) (cm)

1300 1399 1.0 ( 6.7) 74.5 462.0 59.0 7.5 2.0 3.0 4.0 2.0 3.0
2200 2299 1.0 ( 6.7) 73.0 508.0 55.0 7.9 2.8 6.0 4.0 4.0 2.0
1400 1499 2.0 (66.7) 73.1 405.5 49.5 6.4 2.2 3.5 4.5 2.5 3.0
1200 1299 1.0 ( 33.3) 71.5 375.0 39.0 6.7 3.1 2.0 5.0 2.0 2.0

3.0 (20.0) 72.6 395.3 46.0 6.5 2.5 3.0 4.7 2.3 2.7
1500 1599 1.0 ( 6.7) 70.8 560.8 54.0 8.4 4.7 4.0 3.0 4.0 3.0
2000 2099 1.0 ( 6.7) 73.0 415.2 53.0 6.9 3.0 5.0 4.0 4.0 3.0
1800 1899 1.0 (12.5) 74.4 591.2 69.0 8.2 2.4 8.0 4.0 4.0 3.0
1700 1799 3.0 (37.5) 74.0 518.6 65.0 7.6 2.8 5.3 3.7 3.3 3.0
1600 1699 3.0 (37.5) 74.0 524.5 63.3 7.8 2.5 6.0 4.0 3.7 2.3
1200 1299 1.0 ( 12.5) 73.4 486.0 58.0 7.2 2.5 5.0 4.0 3.0 3.0

8.0 (53.3) 74.0 525.8 64.0 7.7 2.6 5.9 3.9 3.5 2.8
2200 2299 1.0 ( 6.7) 73.0 508.0 55.0 7.9 2.8 6.0 4.0 4.0 2.0
2000 2099 1.0 ( 6.7) 73.0 415.2 53.0 6.9 3.0 5.0 4.0 4.0 3.0
1800 1899 1.0 ( 6.7) 74.4 591.2 69.0 8.2 2.4 8.0 4.0 4.0 3.0
1700 1799 3.0 (20.0) 74.0 518.6 65.0 7.6 2.8 5.3 3.7 3.3 3.0
1600 1699 3.0 (20.0) 74.0 524.5 63.3 7.8 2.5 6.0 4.0 3.7 2.3
1500 1599 1.0 ( 6.7) 70.8 560.8 54.0 8.4 4.7 4.0 3.0 4.0 3.0
1400 1499 2.0 (13.3) 73.1 405.5 49.5 6.4 2.2 3.5 4.5 2.5 3.0
1300 1399 1.0 ( 6.7) 74.5 462.0 59.0 7.5 2.0 3.0 4.0 2.0 3.0
1200 1299 2.0 (13.3) 72.5 430.5 48.5 7.0 2.8 3.5 4.5 2.5 2.5

15.0| (100.0) 73.4 489.2 58.1 7.5 2.7 4.9 4.0 3.3 2.7




