12

() (kg) (cm2) (cm) (cm)

1300 1399 1.0 ( 9.1) 74.5 392.0 56.0 7.2 2.3 4.0 5.0 3.0 6.0
1200 1299 1.0 ( 9.1 74.2 369.0 53.0 6.8 2.3 3.0 4.0 2.0 3.0
1300 1399 1.0 ( 9.1 68.9 540.0 46.0 8.2 5.8 4.0 4.0 3.0 3.0
1900 1999 5.0 (83.3) 73.9 497.9 63.2 8.0 3.2 6.4 4.8 4.0 3.0
1800 1899 1.0 (16.7) 70.1 541.0 54.0 8.4 5.8 6.0 5.0 4.0 3.0

6.0 (54.5) 73.3 505.1 61.7 8.1 3.6 6.3 4.8 4.0 3.0
1500 1599 2.0 (18.2) 74.8 520.1 70.0 9.2 3.8 4.5 4.0 3.5 3.0
1900 1999 5.0 ( 45.5) 73.9 497.9 63.2 8.0 3.2 6.4 4.8 4.0 3.0
1800 1899 1.0 ( 9.1) 70.1 541.0 54.0 8.4 5.8 6.0 5.0 4.0 3.0
1500 1599 2.0 (18.2) 74.8 520.1 70.0 9.2 3.8 4.5 4.0 3.5 3.0
1300 1399 2.0 (18.2 71.7 466.0 51.0 7.7 4.0 4.0 4.5 3.0 4.5
1200 1299 1.0 ( 9.1) 74.2 369.0 53.0 6.8 2.3 3.0 4.0 2.0 3.0

11.0| (100.0) 73.4 488.3 60.5 8.1 3.6 5.3 4.5 3.5 3.3




12

() (kg) (cm2) (cm) (cm)

1600 1699 1.0 ( 20.0) 73.8 529.0 68.0 8.5 3.9 5.0 3.0 3.0 3.0
1400 1499 1.0 ( 20.0) 73.3 511.0 61.0 8.1 3.4 3.0 3.0 2.0 3.0
1300 1399 2.0| (40.0) 73.5 384.1 53.0 5.5 1.9 2.5 4.5 2.0 3.0
1100 1199 1.0 ( 20.0) 74.0 485.0 65.0 7.5 3.1 2.0 5.0 2.0 3.0

5.0 (29.4) 73.6 458.6 60.0 7.0 2.9 3.0 4.0 2.2 3.0
2100 2199 2.0 (66.7) 72.8 523.7 57.0 7.3 2.6 5.0 4.0 3.0 3.0
1400 1499 1.0 (33.3) 73.5 493.5 61.0 8.7 3.9 4.0 4.0 4.0 3.0

3.0 (17.6) 73.0 513.6 58.3 7.8 3.1 4.7 4.0 3.3 3.0
1600 1699 1.0 (50.0) 73.6 487.0 61.0 7.6 3.0 3.0 4.0 3.0 3.0
1100 1199 1.0 ( 50.0) 71.2 517.0 48.0 7.4 3.2 3.0 2.0 2.0 2.0

2.0 (11.8) 72.4 502.0 54.5 7.5 3.1 3.0 3.0 2.5 2.5
2100 2199 1.0 (14.3) 75.1 528.2 68.0 8.3 2.3 7.0 4.0 4.0 3.0
2000 2099 1.0 ( 14.3) 74.8 493.2 67.0 7.8 2.6 8.0 4.0 4.0 2.0
1900 1999 3.0 (42.9 74.2 490.2 59.7 7.8 2.2 6.0 3.3 3.7 2.7
1800 1899 1.0 (14.3) 73.1 568.9 62.0 8.2 3.0 6.0 4.0 4.0 3.0
1600 1699 1.0 ( 14.3) 72.0 611.6 65.0 7.8 3.8 4.0 3.0 3.0 2.0

7.0 (41.2) 74.0 524.7 63.0 7.9 2.6 6.1 3.6 3.7 2.6
2100 2199 3.0 (17.6) 73.6 525.2 60.7 7.7 2.5 5.7 4.0 3.3 3.0
2000 2099 1.0 ( 5.9 74.8 493.2 67.0 7.8 2.6 8.0 4.0 4.0 2.0
1900 1999 3.0 (17.6) 74.2 490.2 59.7 7.8 2.2 6.0 3.3 3.7 2.7
1800 1899 1.0 ( 5.9 73.1 568.9 62.0 8.2 3.0 6.0 4.0 4.0 3.0
1600 1699 3.0 (17.6) 73.1 542.5 64.7 8.0 3.6 4.0 3.3 3.0 2.7
1400 1499 2.0 (11.8) 73.4 502.3 61.0 8.4 3.6 3.5 3.5 3.0 3.0
1300 1399 2.0 (11.8) 73.5 384.1 53.0 5.5 1.9 2.5 4.5 2.0 3.0
1100 1199 2.0 (11.8) 72.6 501.0 56.5 7.5 3.1 2.5 3.8 2.0 2.5

17.0( (100.0) 73.5 500.6 60.3 7.6 2.8 4.6 3.7 3.1 2.8




