3 10 3 12
() (kg) (cm2) (cm) (cm)

1200 1299 1.0 ( 5.9) 72.7 465.0 64.0 7.3 4.5 3.0 4.0 2.0 3.0
1200 1299 1.0 ( 5.9 73.5 440.0 54.0 7.2 2.5 3.0 5.0 2.0 3.0
1700 1799 2.0 (159 74.6 385.0 61.0 7.5 3.3 4.0 3.5 3.5 2.5
1600 1699 1.0 (C 7.7) 74.3 399.0 58.0 7.2 2.7 3.0 3.0 3.0 2.0
1500 1599 1.0 (C 7.7) 74.5 365.0 52.0 7.8 2.6 4.0 3.0 3.0 2.0
1400 1499 2.0 (1549 72.8 383.5 54.0 6.5 3.6 3.0 4.0 3.0 2.0
1300 1399 2.0 (1549 74.0 380.0 57.0 6.7 2.9 4.0 3.0 3.5 2.0
1200 1299 4.0( (30.8) 73.9 369.3 55.5 6.5 2.8 3.0 4.0 2.8 2.3
700 799 1.0 (C 7.7) 70.7 339.0 31.0 4.5 1.6 2.0 5.0 1.0 5.0

13.0( ( 76.5) 73.7 375.2 54.4 6.7 2.9 3.3 3.7 2.9 2.4
2000 2099 1.0 (50.0) 69.5 536.0 66.0 7.7 7.7 4.0 4.0 3.0 3.0
1800 1899 1.0| ( 50.0) 68.8 552.6 53.0 8.2 6.8 3.0 4.0 2.0 3.0

2.0 (11.8) 69.2 544.3 59.5 8.0 7.3 3.5 4.0 2.5 3.0
2000 2099 1.0 ( 5.9) 69.5 536.0 66.0 7.7 7.7 4.0 4.0 3.0 3.0
1800 1899 1.0 ( 5.9 68.8 552.6 53.0 8.2 6.8 3.0 4.0 2.0 3.0
1700 1799 2.0 (11.8) 74.6 385.0 61.0 7.5 3.3 4.0 3.5 3.5 2.5
1600 1699 1.0 ( 5.9 74.3 399.0 58.0 7.2 2.7 3.0 3.0 3.0 2.0
1500 1599 1.0 ( 5.9 74.5 365.0 52.0 7.8 2.6 4.0 3.0 3.0 2.0
1400 1499 2.0 (11.8) 72.8 383.5 54.0 6.5 3.6 3.0 4.0 3.0 2.0
1300 1399 2.0 (11.8) 74.0 380.0 57.0 6.7 2.9 4.0 3.0 3.5 2.0
1200 1299 6.0 (35.3) 73.6 397.0 56.7 6.7 3.0 3.0 4.2 2.5 2.5
700 799 1.0 ( 5.9) 70.7 339.0 31.0 4.5 1.6 2.0 5.0 1.0 5.0

17.0| (100.0) 73.1 404.2 55.5 6.9 3.5 3.3 3.8 2.8 2.5




3 10 3 12
0 (ko) (cn2) (cm) (cm)
1300 1399 2.0 ( 33.3) 74.5 387.5 57.0 6.1 1.7 2.5 3.5 2.5 2.0
1200 1299 1.0 (16.7) 4.7 404.0 59.0 7.0 2.2 3.0 3.0 2.0 3.0
1100 1199 1.0 (16.7) 74.3 384.0 53.0 6.9 2.0 3.0 3.0 2.0 2.0
1000 1099 2.0 (33.3) 75.1 403.0 58.5 7.0 1.8 2.5 3.0 2.0 2.0
6.0 (100.0) 74.7 394.8 57.2 6.7 1.9 2.7 3.2 2.2 2.2




