4 1 4
() (kg) (cm2) (cm) (cm)
1100 1199 3.0 (75.0) 72.8 504.6 54.3 8.0 3.0 3.0 4.0 2.0 3.0
1000 1099 1.0 ( 25.0) 72.5 363.0 41.0 5.4 1.5 2.0 5.0 2.0 4.0
4.0 (44.4) 72.7 469.2 51.0 7.3 2.6 2.8 4.3 2.0 3.3
1600 1699 1.0 (50.0) 73.1 450.0 54.0 8.5 3.8 4.0 4.0 3.0 3.0
1000 1099 1.0| ( 50.0) 73.0 421.0 53.0 7.3 3.2 3.0 4.0 2.0 3.0
2.0 (22.2) 73.0 435.5 53.5 7.9 3.5 3.5 4.0 2.5 3.0
1500 1599 1.0 (33.3) 75.1 365.0 63.0 6.5 2.5 3.0 4.0 3.0 2.0
1100 1199 1.0 ( 33.3) 73.7 332.0 53.0 5.9 2.6 3.0 4.0 2.0 3.0
800 899 1.0 (33.3) 70.6 327.0 37.0 4.3 2.7 2.0 6.0 1.0 7.0
3.0 (33.3) 73.1 341.3 51.0 5.6 2.6 2.7 4.7 2.0 4.0
1600 1699 1.0 (11.1) 73.1 450.0 54.0 8.5 3.8 4.0 4.0 3.0 3.0
1500 1599 1.0 (11.1) 75.1 365.0 63.0 6.5 2.5 3.0 4.0 3.0 2.0
1100 1199 4.0 (449 73.0 461.4 54.0 7.5 2.9 3.0 4.0 2.0 3.0
1000 1099 2.0 (22.2) 72.8 392.0 47.0 6.3 2.4 2.5 4.5 2.0 3.5
800 899 1.0 (11.1) 70.6 327.0 37.0 4.3 2.7 2.0 6.0 1.0 7.0
9.0| (100.0) 72.9 419.1 51.6 6.9 2.8 2.9 4.3 2.1 3.4




(100.0)

() (kg) (cm2)
1100 3.0 (75.0) 399.0 55.3 .2 2.7 4.0 2.3 2.7
1000 1.0 ( 25.0) 379.0 45.0 2.2 2.0 4.0 2.0 2.0
4.0 394.0 52.8 2.2 2.5 4.0 2.3 2.5




