4 4 5
0 (ko) (cn2) (cm) (cm)

1100 1199 1.0 ( 16.7) 72.0 405.0 44.0 6.3 2.6 3.0 4.0 2.0 3.0
2100 2199 1.0 ( 50.0) 73.2 457.0 60.0 7.3 3.5 7.0 4.0 4.0 3.0
1300 1399 1.0 (50.0) 76.0 369.0 61.0 7.3 1.8 8.0 3.0 5.0 3.0

2.0 ( 33.3) 74.6 413.0 60.5 7.3 2.6 7.5 3.5 4.5 3.0
1200 1299 1.0 (16.7) 72.7 413.0 46.0 6.8 2.3 2.0 3.0 2.0 2.0
1900 1999 2.0 (33.3) 74.5 496.5 62.0 8.6 2.8 7.0 5.0 4.0 3.0
2100 2199 1.0 (16.7) 73.2 457.0 60.0 7.3 3.5 7.0 4.0 4.0 3.0
1900 1999 2.0 (33.3) 74.5 496.5 62.0 8.6 2.8 7.0 5.0 4.0 3.0
1300 1399 1.0 (16.7) 76.0 369.0 61.0 7.3 1.8 8.0 3.0 5.0 3.0
1200 1299 1.0 (16.7) 72.7 413.0 46.0 6.8 2.3 2.0 3.0 2.0 2.0
1100 1199 1.0 ( 16.7) 72.0 405.0 44.0 6.3 2.6 3.0 4.0 2.0 3.0

6.0| (100.0) 73.8 439.5 55.8 7.5 2.6 5.7 4.0 3.5 2.8




4 5
(D) (kg) (cm2) (cm) (cm)

2000 2099 1.0 ( 16.7) 69. 563. 48. 7.7 4.6 4. 2.
1900 1999 1.0 ( 16.7) 76. 582. 82. 8.8 2.7 4. 5.
1300 1399 1.0 (16.7) 75. 471. 64. 7.7 1.8 2. 2.
1000 1999 3.0] (50.0) 74. 560. 70. 8.5 3.5 4. 4.
2000 2099 1.0] ( 16.7) 69. 563. 48. 7.7 4.6 4. 2.
1900 1999 4.0 (66.7) 74. 566. 73. 8.6 3.3 4. 4.
1300 1399 1.0| ( 16.7) 75. 471. 64. 7.7 1.8 2. 2.

6.0 (100.0) 73. 549. 67. 8.3 3.3 4. 3.




