() (kg) (cm2) (cm) (cm)

1000 1099 2.0 (40.0) 73.2 448.5 54.5 6.8 2.5 2.5 3.0 2.0 2.5
700 799 1.0 ( 20.0) 70.6 401.0 35.0 5.1 1.9 2.0 5.0 2.0 3.0
600 699 2.0| (40.0) 72.8 446.0 50.5 6.3 2.0 2.0 5.5 2.0 4.5

5.0 (16.1) 72.5 438.0 49.0 6.3 2.2 2.2 4.4 2.0 3.4
600 699 1.0 (50.0) 71.9 306.0 37.0 4.2 1.5 2.0 5.0 2.0 4.0
500 599 1.0 (50.0) 71.2 338.0 37.0 4.3 1.9 2.0 6.0 2.0 7.0
2.0 ( 6.5 71.5 322.0 37.0 4.3 1.7 2.0 5.5 2.0 5.5

1600 1699 4.0 ( 23.5) 70.9 512.0 53.0 7.7 4.6 2.0 4.8 2.0 4.8

1400 1499 1.0 ( 5.9 69.0 535.0 42.0 8.4 5.3 2.0 5.0 2.0 5.0
600 699 1.0 ( 5.9 71.4 244.0 22.0 4.0 0.5 1.0 5.0 1.0 7.0
500 599 8.0 (47.1) 70.9 385.1 39.4 5.1 2.4 1.6 6.0 1.5 5.9

499 3.0 (17.6) 70.6 297.0 29.7 4.2 2.0 1.3 5.7 1.3 6.0

17.0| ( 54.8) 70.8 399.9 40.0 5.7 2.9 1.6 5.5 1.6 5.6

500 599 1.0 ( 3.2) 71.3 397.0 38.0 6.4 2.6 2.0 5.0 2.0 7.0
500 599 3.0 (C 9.7 71.2 300.3 27.3 4.6 1.3 1.7 4.7 2.0 5.3

1900 1999 1.0 ( 3.2) 75.5 537.6 71.0 9.7 3.2 9.0 5.0 5.0 3.0

1000 1099 1.0 (50.0) 73.9 541.1 62.0 8.6 2.8 3.0 4.0 2.0 3.0
800 899 1.0 ( 50.0) 70.6 453.9 49.0 6.6 4.3 3.0 5.0 2.0 5.0

2.0 ( 6.5 72.3 497.5 55.5 7.6 3.5 3.0 4.5 2.0 4.0

1900 1999 1.0 ( 3.2) 75.5 537.6 71.0 9.7 3.2 9.0 5.0 5.0 3.0

1600 1699 4.0 (12.9) 70.9 512.0 53.0 7.7 4.6 2.0 4.8 2.0 4.8

1400 1499 1.0 ( 3.2) 69.0 535.0 42.0 8.4 5.3 2.0 5.0 2.0 5.0

1000 1099 3.0 C 9.7 73.4 479.4 57.0 7.4 2.6 2.7 3.3 2.0 2.7
800 899 1.0 ( 3.2 70.6 453.9 49.0 6.6 4.3 3.0 5.0 2.0 5.0
700 799 1.0 ( 3.2) 70.6 401.0 35.0 5.1 1.9 2.0 5.0 2.0 3.0
600 699 4.0 (12.9 72.2 360.5 40.0 5.2 1.5 1.8 5.3 1.8 5.0
500 599 13.0( ( 41.9) 71.0 362.8 36.3 5.0 2.1 1.7 5.6 1.7 5.9

499 3.0 (C 9.7 70.6 297.0 29.7 4.2 2.0 1.3 5.7 1.3 6.0
31.0| (100.0) 71.4 402.1 42.0 5.9 2.6 2.1 5.2 1.9 5.1




() (kg) (cm2) (cm) (cm)

1000 1099 1.0 ( 3.8) 72.4 462.0 50.0 6.5 2.3 3.0 4.0 2.0 2.0
1600 1699 8.0 (47.1) 71.7 529.1 50.4 7.5 3.0 2.0 4.8 2.0 5.0
1500 1599 2.0 (11.8) 70.2 575.0 55.0 7.8 4.9 2.5 5.0 2.0 5.0
1400 1499 1.0 ( 5.9 69.9 650.0 59.0 9.3 5.9 2.0 6.0 2.0 5.0
1300 1399 4.0 (23.5) 75.0 419.8 59.3 7.1 1.8 3.5 3.8 3.0 2.3
1200 1299 1.0 ( 5.9 747 425.0 57.0 7.8 2.2 3.0 3.0 3.0 2.0
1000 1099 1.0 ( 5.9 70.5 519.0 55.0 7.6 5.2 2.0 5.0 2.0 3.0

17.0| ( 65.4) 72.3 509.2 54.2 7.6 3.2 2.5 4.5 2.3 4.1
1200 1299 2.0 (50.0) 71.9 479.8 47.5 7.3 2.9 2.5 4.5 2.0 3.0
1100 1199 1.0 ( 25.0) 71.3 539.0 48.0 7.7 3.1 3.0 2.0 2.0 3.0
1000 1099 1.0 ( 25.0) 70.1 507.0 43.0 7.3 3.8 2.0 5.0 2.0 3.0

4.0 (15.4) 71.3 501.4 46.5 7.4 3.2 2.5 4.0 2.0 3.0
1900 1999 1.0 ( 3.8) 76.1 464.0 77.0 7.8 3.0 9.0 4.0 5.0 3.0
1200 1299 1.0 (33.3) 74.5 486.1 63.0 7.4 2.2 3.0 4.0 2.0 4.0
1000 1099 1.0 ( 33.3) 70.0 582.2 54.0 8.0 5.1 3.0 5.0 2.0 4.0
800 899 1.0 (33.3) 70.9 339.1 36.0 4.8 2.4 2.0 5.0 2.0 2.0

3.0 (11.5) 71.8 469.1 51.0 6.7 3.2 2.7 4.7 2.0 3.3
1900 1999 1.0 ( 3.8) 76.1 464.0 77.0 7.8 3.0 9.0 4.0 5.0 3.0
1600 1699 8.0 (30.8) 71.7 529.1 50.4 7.5 3.0 2.0 4.8 2.0 5.0
1500 1599 2.0 (C 7.7 70.2 575.0 55.0 7.8 4.9 2.5 5.0 2.0 5.0
1400 1499 1.0 ( 3.8) 69.9 650.0 59.0 9.3 5.9 2.0 6.0 2.0 5.0
1300 1399 4.0 (154 75.0 419.8 59.3 7.1 1.8 3.5 3.8 3.0 2.3
1200 1299 4.0 (154 73.3 467.6 53.8 7.5 2.5 2.8 4.0 2.3 3.0
1100 1199 1.0 ( 3.8) 71.3 539.0 48.0 7.7 3.1 3.0 2.0 2.0 3.0
1000 1099 4.0 (1549 70.8 517.5 50.5 7.3 4.1 2.5 4.8 2.0 3.0
800 899 1.0 ( 3.8) 70.9 339.1 36.0 4.8 2.4 2.0 5.0 2.0 2.0

26.0| (100.0) 72.2 499.8 53.3 7.4 3.1 2.8 4.4 2.3 3.7




() (kg) (cm2)
500 599 1.0 ( 20.0) 428.0 52.0 .1 1.0 6.0 1.0 4.0
499 4.0( (80.0) 610.5 50.3 2.6 1.5 6.3 1.5 5.0
5.0 574.0 50.6 2.3 1.4 6.2 1.4 4.8

(100.0)




