() (kg) (cm2) (cm) (cm)

1000 1099 2.0 (40.0) 73.2 448.5 54.5 6.8 2.5 2.5 3.0 2.0 2.5
700 799 1.0 ( 20.0) 70.6 401.0 35.0 5.1 1.9 2.0 5.0 2.0 3.0
600 699 2.0| (40.0) 72.8 446.0 50.5 6.3 2.0 2.0 5.5 2.0 4.5

5.0 (71.4) 72.5 438.0 49.0 6.3 2.2 2.2 4.4 2.0 3.4

1000 1099 1.0 (50.0) 73.9 541.1 62.0 8.6 2.8 3.0 4.0 2.0 3.0

800 899 1.0 (50.0) 70.6 453.9 49.0 6.6 4.3 3.0 5.0 2.0 5.0
2.0 ( 28.6) 72.3 497.5 55.5 7.6 3.5 3.0 4.5 2.0 4.0

1000 1099 3.0 (42.9 73.4 479.4 57.0 7.4 2.6 2.7 3.3 2.0 2.7
800 899 1.0 ( 14.3) 70.6 453.9 49.0 6.6 4.3 3.0 5.0 2.0 5.0
700 799 1.0 (14.3) 70.6 401.0 35.0 5.1 1.9 2.0 5.0 2.0 3.0
600 699 2.0 ( 28.6) 72.8 446.0 50.5 6.3 2.0 2.0 5.5 2.0 4.5

7.0| (100.0) 72.4 455.0 50.9 6.6 2.6 2.4 4.4 2.0 3.6




5 1 5
() (kg) (cm2) (cm) (cm)
1000 1099 1.0 (11.1) 72.4 462.0 50.0 6.5 2.3 3.0 4.0 2.0 2.0
1300 1399 4.0 ( 80.0) 75.0 419.8 59.3 7.1 1.8 3.5 3.8 3.0 2.3
1200 1299 1.0 ( 20.0) 4.7 425.0 57.0 7.8 2.2 3.0 3.0 3.0 2.0
5.0 (55.6) 74.9 420.8 58.8 7.3 1.9 3.4 3.6 3.0 2.2
1100 1199 1.0 (11.1) 71.3 539.0 48.0 7.7 3.1 3.0 2.0 2.0 3.0
1200 1299 1.0 (50.0) 74.5 486.1 63.0 7.4 2.2 3.0 4.0 2.0 4.0
1000 1099 1.0| ( 50.0) 70.0 582.2 54.0 8.0 5.1 3.0 5.0 2.0 4.0
2.0 (22.2) 72.3 534.1 58.5 7.7 3.6 3.0 4.5 2.0 4.0
1300 1399 4.0 (44.4) 75.0 419.8 59.3 7.1 1.8 3.5 3.8 3.0 2.3
1200 1299 2.0 (22.2) 74.6 455.6 60.0 7.6 2.2 3.0 3.5 2.5 3.0
1100 1199 1.0 (11.1) 71.3 539.0 48.0 7.7 3.1 3.0 2.0 2.0 3.0
1000 1099 2.0 (22.2 71.2 522.1 52.0 7.3 3.7 3.0 4.5 2.0 3.0
9.0 (100.0) 73.6 463.7 56.6 7.3 2.5 3.2 3.7 2.6 2.7




