() (kg) (cm2) (cm) (cm)

1400 1499 1.0 (50.0) 73.6 523.0 62.0 8.2 3.1 4.0 4.0 3.0 3.0
1300 1399 1.0| ( 50.0) 75.3 495.0 64.0 9.0 2.5 7.0 5.0 4.0 3.0

2.0 (22.2) 74.5 509.0 63.0 8.6 2.8 5.5 4.5 3.5 3.0
500 599 1.0 (11.1) 71.5 292.5 32.0 4.7 1.8 2.0 6.0 2.0 3.0
1500 1599 1.0 (11.1) 72.6 462.0 60.0 7.4 4.2 4.0 4.0 3.0 3.0
600 699 1.0 (11.1) 72.2 272.0 43.0 3.2 1.7 2.0 6.0 2.0 6.0
1000 1099 1.0 (11.1) 73.0 399.0 50.0 7.1 3.0 3.0 4.0 2.0 3.0
1900 1999 1.0 (11.1) 75.5 537.6 71.0 9.7 3.2 9.0 5.0 5.0 3.0
2000 2099 1.0 (11.1) 75.5 485.0 64.0 8.9 2.3 8.0 4.0 5.0 3.0
1000 1099 1.0 (11.1) 73.9 500.0 59.0 7.8 2.4 4.0 4.0 3.0 4.0
2000 2099 1.0 (11.1) 75.5 485.0 64.0 8.9 2.3 8.0 4.0 5.0 3.0
1900 1999 1.0 (11.1) 75.5 537.6 71.0 9.7 3.2 9.0 5.0 5.0 3.0
1500 1599 1.0 (11.1) 72.6 462.0 60.0 7.4 4.2 4.0 4.0 3.0 3.0
1400 1499 1.0 (11.1) 73.6 523.0 62.0 8.2 3.1 4.0 4.0 3.0 3.0
1300 1399 1.0 (11.1) 75.3 495.0 64.0 9.0 2.5 7.0 5.0 4.0 3.0
1000 1099 2.0 (22.2) 73.5 449.5 54.5 7.5 2.7 3.5 4.0 2.5 3-89
600 699 1.0 (11.1) 72.2 272.0 43.0 3.2 1.7 2.0 6.0 2.0 6.0
500 599 1.0 (11.1) 71.5 292.5 32.0 4.7 1.8 2.0 6.0 2.0 3.0

9.0 (100.0) 73.7 440.7 56.1 7.3 2.7 4.8 4.7 3.2 3.4




12

() (kg) (cm2) (cm) (cm)

1400 1499 1.0 ( 20.0) 73.5 512.0 58.0 8.7 3.2 5.0 4.0 3.0 3.0
900 999 1.0 ( 20.0) 72.6 433.0 47.0 6.2 1.9 2.0 3.0 2.0 2.0
1900 1999 1.0 ( 20.0) 76.1 464.0 77.0 7.8 3.0 9.0 4.0 5.0 3.0
1700 1799 1.0 (50.0) 74.4 564.4 69.0 8.1 2.6 7.0 3.0 5.0 3.0
1600 1699 1.0 (50.0) 73.2 452.4 54.0 7.3 2.7 4.0 4.0 3.0 3.0

2.0 (40.0) 73.8 508.4 61.5 7.7 2.6 5.5 3.5 4.0 3.0
1900 1999 1.0 ( 20.0) 76.1 464.0 77.0 7.8 3.0 9.0 4.0 5.0 3.0
1700 1799 1.0 ( 20.0) 74.4 564.4 69.0 8.1 2.6 7.0 3.0 5.0 3.0
1600 1699 1.0 ( 20.0) 73.2 452.4 54.0 7.3 2.7 4.0 4.0 3.0 3.0
1400 1499 1.0| ( 20.0) 73.5 512.0 58.0 8.7 3.2 5.0 4.0 3.0 3.0
900 999 1.0 ( 20.0) 72.6 433.0 47.0 6.2 1.9 2.0 3.0 2.0 2.0

5.0 (100.0) 74.0 485.2 61.0 7.6 2.7 5.4 3.6 3.6 2.8




