5 10 5 12
(&) (kg) (cm2) (cm) (cm)

1500 1599 1.0 (33.3) 71.9 492.0 56.0 7.8 4.4 5.0 4.0 4.0 3.0
1300 1399 1.0 ( 33.3) 71.0 460.0 47.0 7.6 4.2 4.0 5.0 3.0 3.0
600 699 1.0 (33.3) 70.6 327.0 34.0 3.5 1.7 2.0 5.0 2.0 4.0
3.0 (21.9 71.2 426.3 45.7 6.3 3.4 3.7 4.7 3.0 3.3

1300 1399 3.0 (42.9 73.8 402.3 54.0 7.0 2.5 4.0 4.3 3.3 2.3
1200 1299 1.0 (14.3) 73.0 361.0 48.0 5.9 2.3 4.0 4.0 3.0 3.0
1100 1199 1.0 ( 14.3) 73.3 382.0 56.0 6.4 3.2 4.0 5.0 3.0 3.0
1000 1099 2.0 ( 28.6) 71.5 412.0 43.5 5.9 2.6 3.0 4.0 2.0 2.5
7.0 (50.0) 72.9 396.3 50.4 6.4 2.6 3.7 4.3 2.9 2.6

499 1.0 (C 7.1 70.5 456.5 38.0 7.3 3.2 3.0 5.0 2.0 3.0

2000 2099 1.0 (C 7.1 71.2 582.3 58.0 9.1 5.1 6.0 4.0 4.0 3.0
1000 1099 1.0 (50.0) 70.9 529.0 46.0 9.0 4.3 3.0 5.0 2.0 3.0
900 999 1.0 (50.0) 74.3 495.8 65.0 7.0 2.2 3.0 4.0 3.0 3.0
2.0 (14.3) 72.6 512.4 55.5 8.0 3.3 3.0 4.5 2.5 3.0

2000 2099 1.0 ( 7.1) 71.2 582.3 58.0 9.1 5.1 6.0 4.0 4.0 3.0
1500 1599 1.0 ( 7.1) 71.9 492.0 56.0 7.8 4.4 5.0 4.0 4.0 3.0
1300 1399 4.0 ( 28.6) 73.1 416.8 52.3 7.1 3.0 4.0 4.5 3.3 2.5
1200 1299 1.0 ( 7.1) 73.0 361.0 48.0 5.9 2.3 4.0 4.0 3.0 3.0
1100 1199 1.0 ( 7.1) 73.3 382.0 56.0 6.4 3.2 4.0 5.0 3.0 3.0
1000 1099 3.0 (21.4) 71.3 451.0 44.3 6.9 3.2 3.0 4.3 2.0 2.7
900 999 1.0 ( 7.1) 74.3 495.8 65.0 7.0 2.2 3.0 4.0 3.0 3.0
600 699 1.0 ( 7.1) 70.6 327.0 34.0 3.5 1.7 2.0 5.0 2.0 4.0
499 1.0 ( 7.1) 70.5 456.5 38.0 7.3 3.2 3.0 5.0 2.0 3.0

14.0( (100.0) 72.2 436.9 49.8 6.9 3.1 3.7 4.4 2.9 2.9




5 10 5 12
() (kg) (cm2) (cm) (cm)

1300 1399 1.0 (50.0) 73.8 570.6 63.0 9.2 3.1 4.0 4.0 3.0 3.0
1200 1299 1.0| ( 50.0) 69.1 559.0 48.0 7.6 5.2 4.0 4.0 3.0 3.0

2.0 (16.7) 71.5 564.8 55.5 8.4 4.2 4.0 4.0 3.0 3.0
1300 1399 1.0 ( 8.3) 72.5 460.0 56.0 6.5 3.1 3.0 4.0 2.0 3.0
1700 1799 1.0 (16.7) 74.1 466.0 63.0 8.3 3.5 5.0 4.0 4.0 3.0
1200 1299 1.0 (16.7) 73.8 367.0 52.0 5.4 1.5 5.0 5.0 3.0 2.0
1100 1199 1.0 (16.7) 72.8 398.0 43.0 6.2 1.5 2.0 2.0 2.0 2.0
1000 1099 2.0 (33.3) 73.9 403.5 53.0 6.0 1.5 2.5 3.0 2.0 2.0
900 999 1.0 (16.7) 73.9 415.0 51.0 6.8 1.6 2.0 4.0 2.0 2.0

6.0 (50.0) 73.7 408.8 52.5 6.5 1.9 3.2 3.5 2.5 2.2
1100 1199 1.0 ( 8.3) 75.3 431.5 64.0 7.2 2.1 4.0 4.0 3.0 3.0
1100 1199 1.0 ( 8.3) 72.1 510.0 49.0 7.1 2.3 3.0 4.0 2.0 4.0
1400 1499 1.0 ( 8.3) 71.6 725.0 69.0 9.6 4.5 4.0 4.0 3.0 3.0
1700 1799 1.0 ( 8.3) 74.1 466.0 63.0 8.3 3.5 5.0 4.0 4.0 3.0
1400 1499 1.0 ( 8.3) 71.6 725.0 69.0 9.6 4.5 4.0 4.0 3.0 3.0
1300 1399 2.0 (16.7) 73.2 515.3 59.5 7.8 3.1 3.5 4.0 2.5 3.0
1200 1299 2.0 (1.6.7) 71.5 463.0 50.0 6.5 3.4 4.5 4.5 3.0 2.5
1100 1199 3.0 (25.0) 73.4 446.5 52.0 6.8 2.0 3.0 3.3 2.3 3.0
1000 1099 2.0 (16.7) 73.9 403.5 53.0 6.0 1.5 2.5 3.0 2.0 2.0
900 999 1.0 ( 8.3) 73.9 415.0 51.0 6.8 1.6 2.0 4.0 2.0 2.0

12.0| (100.0) 73.1 475.8 55.3 7.2 2.6 3.4 3.8 2.6 2.7




