(D) (k9) (cm2) (cm) (cm)

1400 1499 1.0] (11.1) 74.5 496.0 64.0 7.7 2.5 7.0 4.0 4.0 3.0
1300 1399 1.0 (11.1) 73.1 413.0 52.0 6.7 2.6 4.0 3.0 3.0 3.0
1200 1299 2.0 (22.2) 73.2 494.0 56.5 8.4 3.5 4.0 4.5 3.0 3.0
1100 1199 2.0 (22.2) 71.8 548.5 56.0 8.3 4.0 3.5 4.5 2.5 2.5
1000 1099 1.0| (11.1) 72.2 511.0 48.0 8.8 3.2 3.0 3.0 2.0 3.0
900 999 1.0| (11.1) 69.7 601.6 57.0 8.3 5.7 3.0 5.0 2.0 3.0
600 699 1.0| (11.1) 70.8 387.0 39.0 5.6 2.8 2.0 6.0 2.0 4.0

9.0 (69.2) 72.2 499.3 53.9 7.8 3.5 3.8 4.3 2.7 3.0
900 999 1.0] ( 7.7 73.2 354.0 51.0 5.8 2.5 2.0 5.0 2.0 3.0
1300 1399 1.0] ( 33.3) 72.1 608.4 70.0 8.1 4.8 5.0 5.0 3.0 3.0
1200 1299 1.0| (33.3) 70.8 556.4 56.0 8.7 5.3 4.0 6.0 3.0 3.0
1100 1199 1.0| (33.3) 75.0 562.4 72.0 8.3 2.6 3.0 6.0 2.0 3.0

3.0 (23.1) 72.6 575.7 66.0 8.4 4.2 4.0 5.7 2.7 3.0
1400 1499 1.0l ( 7.7 74.5 496.0 64.0 7.7 2.5 7.0 4.0 4.0 3.0
1300 1399 2.0 (15.4) 72.6 510.7 61.0 7.4 3.7 4.5 4.0 3.0 3.0
1200 1299 3.0 (23.1) 72.4 514.8 56.3 8.5 4.1 4.0 5.0 3.0 3.0
1100 1199 3.0 (23.1) 72.9 553.1 61.3 8.3 3.5 3.3 5.0 2.3 2.7
1000 1099 1.0 ( 7.7 72.2 511.0 48.0 8.8 3.2 3.0 3.0 2.0 3.0
900 999 2.0 (15.4) 71.5 477.8 54.0 7.0 4.1 2.5 5.0 2.0 3.0
600 699 1.0 ( 7.7 70.8 387.0 39.0 5.6 2.8 2.0 6.0 2.0 4.0

13.0| (100.0) 72.4 505.8 56.5 7.8 3.6 3.7 4.7 2.6 3.0




() (kg) (cm2) (cm) (cm)

1300 1399 2.0 (1.6.7) 71.8 555.0 52.5 8.5 3.5 4.0 4.0 3.0 3.0
1200 1299 2.0 (1.6.7) 72.2 526.5 55.5 8.3 3.9 4.0 4.0 3.5 2.5
1100 1199 3.0 (25.0) 72.2 542.0 53.0 7.9 2.9 4.0 4.7 2.7 2.7
1000 1099 2.0 (1.6.7) 74.0 551.7 57.0 8.8 2.1 3.0 4.5 2.5 3.0
900 999 2.0 (16.7) 71.6 553.0 53.0 8.2 3.6 3.0 4.0 2.0 3.0
800 899 1.0 ( 8.3) 73.4 584.0 68.0 9.6 4.5 2.0 6.0 2.0 3.0

12.0| ( 85.7) 72.4 548.5 55.3 8.4 3.3 3.5 4.4 2.7 2.8
900 999 1.0 ( 7.1) 72.9 381.0 44.0 6.4 1.9 2.0 5.0 2.0 3.0
1300 1399 1.0 ( 7.1) 73.9 477.9 56.0 7.0 1.6 3.0 3.0 2.0 3.0
1300 1399 3.0 (21.4) 72.5 529.3 53.7 8.0 2.9 3.7 3.7 2.7 3.0
1200 1299 2.0 (14.3) 72.2 526.5 55.5 8.3 3.9 4.0 4.0 3.5 2.5
1100 1199 3.0 (219 72.2 542.0 53.0 7.9 2.9 4.0 4.7 2.7 2.7
1000 1099 2.0 (14.3) 74.0 551.7 57.0 8.8 2.1 3.0 4.5 2.5 3.0
900 999 3.0 (219 72.0 495.7 50.0 7.6 3.0 2.7 4.3 2.0 3.0
800 899 1.0 (C 7.1 73.4 584.0 68.0 9.6 4.5 2.0 6.0 2.0 3.0

14.0| (100.0) 72.6 531.5 54.5 8.2 3.1 3.4 4.4 2.6 2.9




