10

(D) (kg) (cm2)
1500 1599 2.0 (40.0) 73. 393.5 65.5 .0 8. .0 3.0
1400 1499 2.0| (40.0) 72. 424.0 56.5 .0 4. .0 3.0
1200 1299 ( 20.0) 72. 417. 59.0
( 31.3) 7. 410. 60.6
1600 1699 ( 6.3) 74. 429. 71.0
1400 1499 ( 6.3) 70. 421 48.0
1300 1399 ( 6.3 73. 521. 80.0
1000 1099 ( 6.3 72. 405. 55.0
1700 1799 ( 33.3) 7. 556. 78.0
1400 1499 ( 33.3) 73. 534. 76.0
800 899 ( 33.3) 70. 317. 43.0
( 18.8) 7. 469. 65.7
1100 1199 ( 6.3 68. 372. 34.0
1200 1299 .0 (50.0) 71.3 394. 54.0 5.9 2. .0 5.0 .0 3.0
800 899 .0 (50.0) 66.9 344. 33.0 5.5 4. .0 4.0 .0 3.0
0| (12.5) 69.1|  369. 43.5 5.7 3. .0 4.5 5 3.0
900 999 .0 ( 6.3) 69.9 561. 54.0 6.8 2. .0 5.0 .0 3.0
1700 1799 1.0 ( 6.3) 72.6 556.0 78.0 8.4 4.0 6.0 5.0 4.0 3.0
1600 1699 1.0/ ( 6.3) 74.6 429.0 71.0 7.2 1.6 6.0 5.0 4.0 3.0
1500 1599 2.0 (12.5) 73.2 393.5 65.5 7.4 3.0 8.0 5.0 4.5 3.0
1400 1499 4.0 ( 25.0) 72.1 450.8 59.3 8.1 3.0 4.8 4.8 3.5 3.0
1300 1399 1.0 ( 6.3) 73.0 521.0 80.0 7.9 4.0 7.0 5.0 4.0 3.0
1200 1299 2.0 (12.5) 72.0 405.8 56.5 7.0 2.6 3.5 4.5 2.5 3.0
1100 1199 1.0 ( 6.3) 68.3 372.2 34.0 5.8 3.0 2.0 6.0 2.0 4.0
1000 1099 1.0/ ( 6.3) 72.4 405.0 55.0 7.1 2.0 4.0 6.0 3.0 6.0
900 999 1.0 ( 6.3) 69.9 561.4 54.0 6.8 2.2 2.0 5.0 2.0 3.0
800 899 2.0 (12.5) 68.9 330.6 38.0 5.3 3.1 2.0 4.0 2.0 3.5
16.0( (100.0) 71.7 431.7 58.1 7.2 2.9 4.6 4.9 3.2 3.3




7 10 7 12
() (kg) (cm2) (cm) (cm)

1700 1799 2.0 (25.0) 73.7 424.5 63.0 7.5 1.8 7.5 4.0 4.5 3.0
1500 1599 3.0 (37.5) 72.8 443.0 62.0 7.3 2.2 5.3 4.0 3.7 3.0
1400 1499 1.0 (12.5) 72.4 398.0 58.0 7.1 2.6 5.0 4.0 4.0 3.0
1300 1399 1.0 ( 12.5) 73.2 495.0 63.0 8.2 1.9 4.0 5.0 3.0 3.0
1200 1299 1.0 (12.5) 72.7 436.0 54.0 7.0 1.0 4.0 5.0 3.0 3.0

8.0 (61.5) 73.0 438.4 60.9 7.4 2.0 5.5 4.3 3.8 3.0
1500 1599 1.0 (50.0) 72.7 561.0 66.0 9.4 2.7 4.0 5.0 3.0 3.0
1300 1399 1.0| ( 50.0) 70.5 428.0 50.0 6.6 2.7 3.0 5.0 2.0 3.0

2.0 (15.4) 71.6 494.5 58.0 8.0 2.7 3.5 5.0 2.5 3.0
1500 1599 1.0 (C 7.7) 76.1 450.0 78.0 7.7 1.0 4.0 4.0 3.0 3.0
1600 1699 1.0 (C 7.7) 71.1 505.0 62.0 8.2 3.8 9.0 4.0 5.0 3.0
1100 1199 1.0 (C 7.7) 70.7 363.5 43.0 5.7 1.6 4.0 4.0 2.0 3.0
1700 1799 2.0 (159 73.7 424.5 63.0 7.5 1.8 7.5 4.0 4.5 3.0
1600 1699 1.0 (C 7.7) 71.1 505.0 62.0 8.2 3.8 9.0 4.0 5.0 3.0
1500 1599 5.0 (38.5) 73.4 468.0 66.0 7.8 2.1 4.8 4.2 3.4 3.0
1400 1499 1.0 (C 7.7) 72.4 398.0 58.0 7.1 2.6 5.0 4.0 4.0 3.0
1300 1399 2.0 (154 71.8 461.5 56.5 7.4 2.3 3.5 5.0 2.5 3.0
1200 1299 1.0 (C 7.7) 2.7 436.0 54.0 7.0 1.0 4.0 5.0 3.0 3.0
1100 1199 1.0 (C 7.7) 70.7 363.5 43.0 5.7 1.6 4.0 4.0 2.0 3.0

13.0| (100.0) 72.7 447.3 60.5 7.5 2.1 5.2 4.3 3.5 3.0




