7 10 7 12
() (kg) (cm2) (cm) (cm)
1600 1699 1.0 ( 7.1) 75.3 483.0 68.0 9.3 3.5 7.0 4.0 4.0 3.0
1400 1499 3.0 (21.9 72.9 418.3 54.3 7.6 3.8 3.3 3.0 2.7 3.0
1300 1399 6.0 (42.9) 73.5 475.0 60.5 8.2 3.7 3.2 4.7 2.3 3.0
1200 1299 3.0 (219 72.0 4743 50.7 7.5 3.5 2.3 4.3 2.0 3.0
1100 1199 1.0 (C 7.1 71.5 644.0 60.0 8.6 3.8 2.0 5.0 2.0 3.0
14.0| (100.0) 73.0 475.4 57.6 8.0 3.7 3.2 4.2 2.4 3.0




7 10 7 12
() (kg) (cm2) (cm) (cm)

1700 1799 1.0 (C 7.7) 75.5 508.0 67.0 8.2 1.9 4.0 4.0 3.0 3.0
1500 1599 3.0 (23.1) 73.1 515.0 59.0 8.0 3.2 2.7 3.7 3.0 3.0
1400 1499 5.0 (38.5) 73.6 516.8 62.0 8.3 3.3 3.0 4.4 2.4 3.0
1300 1399 3.0 (23.1) 73.4 505.7 59.3 8.2 3.2 3.3 4.0 2.3 3.0
1200 1299 1.0 (C 7.7) 71.9 445.0 51.0 7.5 4.0 2.0 5.0 2.0 3.0

13.0| ( 81.3) 73.5 507.6 60.2 8.1 3.2 3.0 4.2 2.5 3.0
1400 1499 1.0 ( 6.3) 73.8 527.0 58.0 7.3 1.8 3.0 5.0 2.0 3.0
1500 1599 1.0 (50.0) 73.5 482.0 57.0 6.8 2.1 4.0 5.0 3.0 3.0
1100 1199 1.0 ( 50.0) 71.6 430.0 44.0 6.6 2.8 3.0 5.0 2.0 2.0

2.0 (12.5) 72.5 456.0 50.5 6.7 2.5 3.5 5.0 2.5 2.5
1700 1799 1.0 ( 6.3) 75.5 508.0 67.0 8.2 1.9 4.0 4.0 3.0 3.0
1500 1599 4.0 (25.0) 73.2 506.8 58.5 7.7 2.9 3.0 4.0 3.0 3.0
1400 1499 6.0 (37.5) 73.6 518.5 61.3 8.1 3.0 3.0 4.5 2.3 3.0
1300 1399 3.0 (18.8) 73.4 505.7 59.3 8.2 3.2 3.3 4.0 2.3 3.0
1200 1299 1.0 ( 6.3) 71.9 445.0 51.0 7.5 4.0 2.0 5.0 2.0 3.0
1100 1199 1.0 ( 6.3) 71.6 430.0 44.0 6.6 2.8 3.0 5.0 2.0 2.0

16.0( (100.0) 73.4 502.4 58.9 7.9 3.0 3.1 4.3 2.5 2.9




