(D) (kg) (cm2) (cm) (cm)

1400 1499 1.0] ( 50.0) 71.6 611.0 59.0 8.5 4.0 7.0 5.0 4.0 3.0
1300 1399 1.0| ( 50.0) 72.4|  449.0 46.0 7.3 2.5 3.0 4.0 2.0 3.0

2.0| ( 28.6) 72.0 530.0 52.5 7.9 3.3 5.0 4.5 3.0 3.0
1800 1899 1.0] ( 33.3) 75.7 521.0 70.0 8.0 1.8 7.0 5.0 4.0 3.0
1600 1699 1.0 ( 33.3) 74.3 577.0 73.0 8.3 3.3 6.0 4.0 4.0 3.0
1300 1399 1.0 ( 33.3) 72.4 347.0 47.0 6.4 3.4 4.0 4.0 3.0 3.0

3.0| ( 42.9) 74.1 481.7 63.3 7.6 2.8 5.7 4.3 3.7 3.0
1400 1499 1.0] ( 14.3) 71.5 368.0 38.0 6.4 2.8 5.0 4.0 4.0 3.0
1200 1299 1.0] ( 14.3) 75.6 301.0 58.0 5.5 1.4 2.0 5.0 2.0 3.0
1800 1899 1.0| ( 14.3) 75.7 521.0 70.0 8.0 1.8 7.0 5.0 4.0 3.0
1600 1699 1.0| ( 14.3) 74.3 577.0 73.0 8.3 3.3 6.0 4.0 4.0 3.0
1400 1499 2.0| ( 28.6) 71.5 489.5 48.5 7.5 3.4 6.0 4.5 4.0 3.0
1300 1399 2.0| ( 28.6) 72.4 398.0 46.5 6.8 3.0 3.5 4.0 2.5 3.0
1200 1299 1.0 ( 14.3) 75.6 301.0 58.0 5.5 1.4 2.0 5.0 2.0 3.0

7.0| (100.0) 73.4 453.4 55.9 7.2 2.7 4.9 4.4 3.3 3.0
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() (kg) (cm2) (cm) (cm)
1600 1699 1.0 (50.0) 75.6 431.5 64.0 7.2 1.7 5.0 4.0 3.0 3.0
1500 1599 1.0 (50.0) 74.6 405.4 58.0 6.5 1.8 4.0 4.0 3.0 3.0
1600 1699 1.0 (50.0) 75.6 431.5 64.0 7.2 1.7 5.0 4.0 3.0 3.0
1500 1599 1.0| ( 50.0) 74.6 405.4 58.0 6.5 1.8 4.0 4.0 3.0 3.0
2.0 (100.0) 75.1 418.4 61.0 6.8 1.8 4.5 4.0 3.0 3.0




